E. Peripheral Installation
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chassis with the 4 thumbscrews. \
° . b 1. Connect the Serial ATA and power cables to the HDD.
° . ° Note: For safety reasons, please ensure that the power cord is . .
. o J um per Settl N gs . disconnected before opening the case. | You can use this cable to install 2nd HDD.
° hd ° : 3
1. Unscrew 3 thumbscrews of the cassis cover. @ @ |
° F ro nt N ° 2. Slide the cover backwards and upwards » { d
. o @ Front Panel Connectors . ' 3 ' % @
° F1. Eject Button ° 10 [e]9 o
° Pin Assignments (JP5): 8 le|e]7 "
: F2. 5.25" Bay . 1=HDLED_PU PWON g [TFe]s RST : .
- 4 (e]e|3
o F3. 3.5” Bay ° 2=GLEDA + HLED .
R ° 3=HDLED GLED | 2 o]t . C. DDR2 Installation
F4. Reset ° 4=GLEDB ' JP5
¢ o 5—Reset SW T_\IIEVS + ¢ 1. Unlock the DIMM latch.
° = _ ° ) )
° F5. HDD LED ° 6=Power_SW ° 2. Al‘ign the DDR2 module’.s cutout with the DIMM slot notch. Serial ATA Power Cable - Serial ATA Cable
° F6. Power LED ) 7=GND 49 1 ° Slide the DDR2 module into the DIMM slot. 2. Connect the FDD and power cables to the Floppy drive.
° . ° 8=GND ° L
. F7. Power switch o 9=NC M JP4 3. Unfasten the rack mount screws and remove the rack. j 5
. F8. Mic . 10=KEY 50 2 . ) 3 :
° [ ° Notch Cutout
. F9. Headphones . . .
. F10. USB ports © & CDIN(CN4)(Blacky AUX-IN(CN2)(White) Connectors o it S|
° ° ° Latch Latch
.. o
¢ F11. Mini IEEE1394 ° Pin Assignments: Pin Assignments: °
¢ . 1=CD-IN-Left 1=AUX-IN-Left ¢
¢ . 2=CD-GND 2=AUX-GND ¢ FDD Power Cable FDD Cable
¢ 3=CD-GND 3=AUX-GND ¢ 4 Slide the ontical drive info the chassi
®© ¢ 0000000000000 06060606 0600000000000 000000 ° 4=CD-IN-Right 4=AUX-IN-Right ° - >lide the optical drive into the chassis.
° ® ° B. CPU and ICE Installation 5. Fasten the four side screws.
® ¢ 19234 ® 3. Check that the latches are closed, and the DDR2 module is firmly
° B aCk B1. AC Power Socket ® ° 1. Unfasten the ICE fan thumbscrews on the back of the chassis and installed.
° B2 COM Port ° ° unplug the fan’s connector. D. Cabl d Rack | llati
. or . n n 1on
L4 © 4 2. Unfasten the four ICE module attachment screws. able a ac SeElliEiro
°
: B3. VGA Port o CD-IN CN4 : 1. Plugthe FDD cable in the FDD1 header.
° B4. SPDIF OUT (Coaxial) ° °
°
. B5. IEEE1394 *
° L4 °
. B6. PS/2 Mouse Port o @ Fan Connectors (FANT/FAN2/FAN3) .
° L4 °
. B7. PS/2 Keyboard Port o 1 .
GND ]
. B8. LAN Port . Ground Thm .
° ° +12V ] 2. Fold the FDD cable under the power supply.
° B9. USB Ports ¢ FAN_CTRL(+12V) SPEED SENSE ° 3. Remove the ICE module from the chassis and put it aside. 3. Fix the FDD cable to the power and chassis rail with the supplied
° ° - ° dhesive tape.
B10. Front-Out (L/R) Port ° FAN_SENSE /. Note: This 775 pin socket is fragile and easily damaged. Always use adhesive fape
L PWM_CTRL ® extreme care when installing a CPU and limit the number of 4. Loosen the purse lock and separate the HDD/FDD power cable.
° B11. Line-In Port ° Fan3 / ° times that you remove or change the CPU.
Fanl/ Fan2
° L4 ° . . .
4. Remove the protective cover. First unlock and raise the socket lever,
° B12. Central/Bass Port ® (] then open the load plate (be careful not to touch the socket pins during
° this process).
° B13. Surrou nd baCk(l—/R) Port o [ SPD]F-[N/Out Connector ° . o ) Optical Drive Cable Optical Drive Power Cable
° ° 5. Orientate the CPU and socket, aligning the yellow triangle on the
B14. Side Surr(L/R) Port ° corner of the CPU with the triangle on the socket. Making sure the CPU . .
N ° ) ) CN3 ¢ is perfectly horizontal, insert the CPU into the socket. Close the load F. Accessories Installation
° B15. Clear CMOS Button Pin Assignments (CN3): ° plate, lower the CPU socket lever and lock in place. ]
° ° — _ ° 1. Unfasten expansion slot bracket screws.
1=SPDIF-IN " = m ® ®E ®m LGA775 Processor .
° B16. Wireless LAN Perforation ° 2—GND ° Remove the back panel bracket and put the bracket aside.
‘ B17. Parallel Port Perforation . 3=vee ‘
° : ° 4=GND 6 54321 o
° B18. SPDIF In Port (Optical) N 5=VCC mje|ejo|e|e °
. ] ° 6=SPDIF-OUT J
o B19. SPDIF Out Port (Optical) o o
° L4 °
© © 0 00 0 006 00 00 00000 0000000000000 0000000 ° - ded USB C ° Triangle Markings <€
° xtende onnectors
° o [ ﬂ ¢ Note: Failure to correctly align the CPU and socket can result in PCI slot
° . . . L4 damage to the CPU.
] PCI Express
. Mal nboard |||ustrat|0n . Pin Assignments (USB3/USB4): 1 . x16 slot
° ° 1=GND 2 - ° 6. Spread an even layer of thermal compound on the CPU die.
° 3 o 2. Install the PCI/PCI Express x16 card into the PCI/PCI Express x16 slot.
° 2=GND °
LAN & USB 2.0 Ports PS/2 Keyboard/Mouse Ports ° 4 - °
© 7.1-Channel Front-Out/ Line-IN Ports 1394 Port 3=Data+ R
° 7.1-Channel Center/Bass/ SPDIF-Out Coaxial port ® 4=Data- 5 L] L4
° Surround-Back/ Surround-Side Ports ° _ J ° -
Clear CMOS Button — = . 1 w 5=VCC 5
° ° A 2 ) COM&VGAPort ® °
° Realtek ALC882 Chipset A | u | m o o USB3/USB4 °
R AUX-IN- CN2 o=p . — One Floppy Connector ° °
§53|'i'ﬁ/N§m.cm I~ EXT.Print Port- JP3 ° Pin Assignments (USB2):
¢ one PCI Slat +— ITE8712F-S Chipset ° 1=VCC 2=VCC 24 6 8 1 0 ¢
° ° !
° O1n;SF;CtI Express ° 3=Data2- 4=Data3- . . \m!’
X (o) i
5=Data2+ 6=Data3+ e(oe|o|0 0o comll A
° VIAVTB307 Chipset —— Intel 82573L Chipset N 7=Ground  8=Ground [ sl elele | USB2 i Note: Please do not use too much Heatsink compound. — e
° ° 9=Key 10=N/C ® 3. Secure the bracket.
° ° 1 357 9 ° 7. Place the ICE the.module on top of the CBU and align the spring
° FAN Connector- FANT —| oATT Package ° ° loaded screws with the mainboard mounting holes. G. Complete
° CPU Socket L ° 8. Screw the ICE module to the mainboard. Note to press down on the 1. Replace the cover and refasten the thumbscrews
° ° ° opposite diagonal corner while tightening each screw. - Rep '
o EXTUSHeag Intel 945G Chipset ° . c he fan’ 7. Place the power cables in the rack clip located on the underside of
. 0SB UsBe o @ Parallel Port Header-EXT. Printer Port . 9. Connect the fan’s power connector. ge rack mount gllen loosen the purse lock and separate the Optical
rive power cable.
° — FAN Connector- FAN3 ° ° b @
ICH7DH Chipset ( \
® — Power Connector- ATX1 L4 ) @
FAN Connector- FAN2 ——= ’ —>
° s ° ° Purse lock
i o 141516 17 18 19 20 21 22 23 24 25 26
° g °
DUAL USB Header ——— TWO 240-pin DDR2
° ~USB2 ¢ | SDRAMDIMM Sockets ° | o|o|o|o0o (0o /0000|000 I °
° (F)g];r:ef’c?gre-lJPS {—m m- Power Connector- ATX2 ¢ | il Bl Bl Bl Bl Bl Bl B 0.l Bl B8 Bl B l JP3 N
¥ J53E23565a3528¢a00058 | . OOOO00EO00
¢ Two Serial ATA e ¢ ° _ 2. Complete.
° Connectors- SATA1,SATA2J L Front Panel Connector- JP4 ° 1 2 3 4 5 6 7 8 9 1 O 1 1 1 2 1 3 ° Rack Clip
One IDE Connector- IDE1 °
° ° Note: Please load optimize BIOS.
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